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DETAIL IOF 2

DeKalb Sanitary District

303 Hollister Avenue e DeKalb, Illinois 60115
815.758.3513 Fax: 815.758.6615

DETAIL No. 20

DATE: 06/12/07

Pavement Replacement Detail
(City of DeKalb Detail / Specifications)

REV.:

S S
Lo VARIABLE W
PAVEMENT REPLACEMENT
-}
3 TRENCH BACKFILL o &
&
il J
0 PROPOSED UTILITY {
TRENCH BACKFILL SHALL BE
COMPACTED TO MINIMUM 95% OF
STANDARD LABORATORY DENSITY
PAVEMENT REMOVAL
AND REPLACEMENT
SAWCUT SAWCUT
EXISTING PAVEMENT

12" MIN. ‘—I e

TRENCH BACKFILL SHALL BE
COMPACTED TO MINIMUM 95% OF
STANDARD LABORATORY DENSITY

NOTES:

gt L—IZ" MIN.

_.+—— PROPOSED UTILITY

. PAVEMENT REPLACEMENT SHALL DEPEND ON THE MAKE UP OF THE
EXISTING PAVEMENT STRUCTURE AND BE IN ACCORDANCE WITH THE ABOVE DETAILS.

2. AGGREGATE BASE COURSE REPLACEMENT SHALL BE GRADATION CA-7, CRUSHED STONE.

DETAIL 2 OF 2

DeKalb Sanitary District

303 Hollister Avenue « DeKalb, Illinois 60115
815.7568.3513 Fax: 815.758.6615

DETAIL No. 2l

Pavement Replacement Detail

DATE: 06/12/07

(City of DeKalb Detail / Specifications)

REV.:

NOTES:

THE BASE CASTING SHALL BE ASTM A-46,
CLASS 30 CAST IRON (VARIOUS CONTOURS
AVAILABLE TO FIT 6.275" - 30.0" 0.D. MAINS)

THE PVC ADAPTER SHALL BE A GASKETED
BELL TO ACCEPT SCHEDULE 40 DWV

THE ADAPTER SHALL BE CEMENTED PERMANENTLY
IN PLACE WITH A 2-PART URETHANE ADHESIVE.

THE BASE OF THE SADDLE SHALL BE DIP-COATED
IN A WATERBASED BITUMINOUS COATING.

THE STRAP TO BE 24 GUAGE x 2.5" WIDE,
TYPE 304 STAINLESS STEEL

THE STRAP PINS TO BE .75'DIA.,
TYPE 303 STAINLESS STEEL

THE "T"BOLTS TO BE .375"- l6,
TYPE 304 STAINLESS STEEL

NUTS AND WASHERS TO BE
TYPE 18-8 STAINLESS STEEL

‘0" RINGS TO BE ASTM C-36I-T7
TUBULAR POLYISOPRENE

A 4"INLET SHALL REQUIRE A 4"DIA. TAP
IN THE SEWER MAIN

A 6" INLET SHALL REQUIRE A 6"DIA TAP
IN THE SEWER MAIN
(THE SEWER MAIN SHALL BE A MIN. 8" DIA.)

e

akaaa

DeKalb Sanitary District

303 Hollister Avenue e« DeKalb, Illinois 60115

815.758.3513 Fax: 815.758.6615
DETAIL No. 23

DATE: 06/12/07

Sealtite Sewer Saddle Tee Detail

REV.:

NOTE: EXTEND COMPACTED GRANULAR BACKFILL 2.0’ BEYOND EDGE OF PAVEMENT, BACK OF CURB,
DRIVEWAY, SIDEWALK OR PERMANENT PAVEMENT SURFACE.

/—PERMANENT SURFACE

SIDEWALK
N FINISHED GRADE
|2 /_

— l |

i

FINISHED GRADE ,
_\ —-] 2 ~
]
I
1)

BACKFILL ‘I'

COMPACTED GRANULAR

{) INSTALLED SANITARY SEWER &

Crossing Under Permanent Surface

NOTE: THESE SECTIONS APPLY WHEREVER

PIPE IS ADJACENT TO, OR CROSSES UNDER A ROADWAY,

PARKING LOT, SIDEWALK, DRIVEWAY, STRUCTURE OR PERMANENT PAVEMENT SURFACE.

EXCAVATION

FINISHED GRADE \

PERMANENT SURFACE /—FINISHED GRADE

|
\ 7
,/ }4\

= i

- | | |j \
/// AN LIMIT OF EXCAVATION
v/ \__ COMPACTED GRANULAR BACKFILL SHALL CONFORM
L i TO LOCAL MUNICIPAL REQUIREMENTS
= \\_

PIPE

Parallel to Permanent Surface

DeKalb Sanitary District

303 Hollister Avenue e DeKalb, Illinois 60115
815.758.3513 Fax: 815.758.6615

DETAIL No. 22

Detail for Installation of Pipe
Parallel to and Crossing
Under Permanent Surface

DATE: 06/12/07 REV.:

NOTES:

BELL TO ACCEPT SCHEDULE 40 DWwV

TYPE 304 STAINLESS STEEL

THE STRAP PINS TO BE .75"DIA.,
TYPE 303 STAINLESS STEEL

THE 'T*BOLTS TO BE .375'- I6,
TYPE 304 STAINLESS STEEL

NUTS AND WASHERS TO BE
TYPE 18-8 STAINLESS STEEL

‘0" RINGS TO BE ASTM C-36l-77
TUBULAR POLYISOPRENE

IN THE SEWER MAIN

IN THE SEWER MAIN

WITH EACH SADDLE.

SADDLE TAP TEMPLATE

SADDLE TAP DIMENSIONS
SIZE A B[C D
4" INLET | 6.5" [ 4" [ 2" | 2.5"
6" INLET | 9.25" | 6" | 3" | 3.25"

THE BASE CASTING SHALL BE ASTM A-4e6,

CLASS 30 CAST IRON (VARIOUS CONTOURS
AVAILABLE TO FIT 6.275" - 30.0" 0.D. MAINS)

THE PVC ADAPTER SHALL BE A GASKETED

THE ADAPTER SHALL BE CEMENTED PERMANENTLY
IN PLACE WITH A 2-PART URETHANE ADHESIVE.

THE BASE OF THE SADDLE SHALL BE DIP-COATED
IN A WATERBASED BITUMINOUS COATING.

THE STRAP TO BE 24 GUAGE x 2.5" WIDE,

A 4" INLET SHALL REQUIRE A 4'x6.5" OVAL TAP

A 6"INLET SHALL REQUIRE A 6"'x9.25" OVAL TAP
(THE SEWER MAIN SHALL BE A MIN. 8" DIA.)

A SADDLE TAP TEMPLATE SHALL BE SUPPLIED

DeKalb Sanitary District

303 Hollister Avenue « DeKalb, Illinois 60115
815.758.3513 Fax: 815.758.6615

DETAIL No. 24

Sealtite Sewer Saddle Wye Detail

DATE: 06/12/07

REV.:
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